
PP - Polypropylene

Polypropylene (abbreviated PP, molecular formula (C3H6)x) thermoplastic 
polymer is produced by the chemical industry and is widely used. 
The third most common plastic polymerization.

1.4301 Stainless Steel

The most common stainless steel. The steel contains both chromium (between 
18% and 20%) and nickel (between 8% and 10.5%) metals as the main non-iron 
constituents. It is an austenitic stainless steel. It is less electrically and thermally 
conductive than carbon steel and is essentially-magnetic but less magnetic than steel.
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DURABLE

The plastic product can withstand all enviromental conditions. 
There is no liquid absorption or substain mold which guarantees 
a long life service.

SIMPLICITY

Our products are quick to ordering  

RECYCLABILITY

The plastic’s main advantage of the recycling. 
All products are 100% recyclable.

Rozsdamentes zuhanyfolyókák
adatlapja

Stainless steel shower channels
Technical sheet
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CERTIFICATIONS & STANDARDS

Buying from STYRON is simple and speedy because 
you’re workingdirectly with the manufacturer. 

STYRON offers a great Sales Team who will speak with 
you regarding your needs and help deliver the best 
and most efficient plastic solutions. 

Contact us at +36.29.629.030/111 to get started.
„Quality is the foundation of the market”

Styron Ltd. founded in January 1990. From our initial family 
business of a few people, our company has now more than 
100 people, and has grown to become a market-leading 
drainage fitting manufacturer recognized at European level. 
The initial family business began to grow into a 100% self-
sustaining firm over the years. Styron Kft. has become one 
of the dominant medium-sized companies 
in the region, where progress is now 
more significant than eve. 
Contact our sales colleagues at the 
above contacts!

PRODUCT DATAS

 
Minimal installation height: 80 mm

Lenght of the grid: 700 mm

Width of grid: 46 mm

Flow (in accordance with EN1253-2) 30 l/min 

The height of the water trap: 45 mm

Outlet: Ø50/40 mm

Load class of the grid (in accordance with EN 1253): K3 - withstands 300 kg pressure

Grid material: Stainless steel 1.4301

Shower channel body material: Stainless steel 1.4301

Adjustable legs: Adjustable from above between 0 - 42 mm

Operating temperature: 4 - 95 °C (depending on the water input heat range)


